THE AUGMENTATION OF WATER SUPPLY TO THE CAN AND CUVELALI:
SUMMARY PRESENTATION: CAN & CUVELAI

MAWF (DWAF), NAMWATER & CITY OF WINDHOEK

THE AUGMENTATION OF WATER SUPPLY TO
THE CENTRAL AREA OF NAMIBIA AND THE
CUVELAI:

THE WATER SUPPLY SITUATION IN:
THE CUVELAI AREA OF NAMIBIA &
THE CENTRAL AREA OF NAMIBIA

e

24 JULY 2015: WINDHOEK

LCE-SCE W & oTHERs Elm o [(&1] 1

THE AUGMENTATION OF WATER SUPPLY TO THE CAN AND CUVELALI:
SUMMARY PRESENTATION: CAN & CUVELAI

MAWF (DWAF), NAMWATER & CITY OF WINDHOEK,

PROJECT BACKGROUND /;;«Q
PROJECT PRINCIPLES ~—

% Separate consultancy teams:

« Engineering Component

+ Environmental & Social Component

Client liaison via the Project Steering Committee

Long-term planning: Planning horizon: up to 2050

1st Part of the Project: Desk study, pre-feasibility investigation
3 Phases to the Project:

% 1st Phase: Assessment of the water demands and water resources

< 2" Phase: Yield assessments, concept schemes, public participation
< 3rd Phase: Evaluation of schemes, public participation
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1. PROJECT BACKGROUND /:(‘!?-
1.2 PROJECT OBJECTIVE

< Project objective:

“To examine all nominally feasible options for securing theleng term...
water supply to the Central Area of Namibia and the Cuvelai area,of

Namibia where existing sources might become inadequatein the near
future”
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PROJECT BACKGROUND \ T, PROJECT BACKGROUND
PROJECT TEAMS e oSSl

+ Engineering Consultancy Team: 1.4 :
Lund Consulting Engineers CC & Seelenbinder Consulting PROJECT
Engineers CC (JV) AREA

Environmental Engineering Services

Manfred Redecker Consulting Engineer
Pedro Maritz Civil Consultant
Professional Environmental Technologies
Dynamic Water Resources Management
The Maproom
AECOM
« Environmental & Social Consultancy Team:
+ Sustainable Solutions Trust & Others
++ Southern African Institute for Environmental Assessment
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2. THE CUVELAI AREA OF NAMIBIA
21 WATER SUPPLY IN THE CUVELAI AREA

MAWF (DWAF), NAMWATER £ CITY OF WINDHOEY,

THE CUVELAI AREA OF NAMIBIA
2.1 WATER SUPPLY IN THE CUVELAI AREA

. Lrban Centre
Pramp Station
Cana

Bl Pipedine

Rutal Pipeing

146 km of canals

5 Purification Plants,
37 Pump Stations (106 pump sets)
48 Reservoirs
1,359 km of Bulk (NamWater) Pipelines
4,873 km of Rural (DWSSC) Pipelines
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THE CUVELAI AREA OF NAMIBIA
2.1 WATER SUPPLY IN THE CUVELAI AREA
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WATER DEMANDS & SUPPLY
2.2.2 Abstraction Requirements at Calueque
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C U V E LAI MAWF [DWAF), NAMWATER & CITY OF WINDHOER
WATER DEMANDS & SUPPLY
2.2.1 Total Water Demands: Urban, Rural & Irrigation

8 ® B8 B &
2 & 5 o =&

Consumption | Demnad (Mmfa)
o

Likely Scenario Demands

Livesiock  mmmMuman: Rural  mmm Human: Urban = Historical Consumption

MAWF (DWAF), NAMWATER & CITY

THE CUVELAI AREA OF NAMIBIA
SUMMARY: CURRENT SITUATION

% Phase | (assessments of water resources & demands): complete

The Kunene River should have sufficient supply capacity:
s+ 2050 Required abstraction < 6 m?/s allowable

% 95% Yield: 19.3 m?¥/s

+ — Need for storage provision (?)

No redundancy of supply: Single point and source of supply
% Geopolitical concerns

% Future development unknown, water quality may deteriorate
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M CUVELAI
2.3 WATER SUPPLY OPTIONS
2.31 Groundwater in the Cuvelai Area

MAWF (DWAF), NAMWATER & CITY OF WINDHOEK

THE CUVELAI AREA OF NAMIBIA
2.3 WATER SUPPLY OPTIONS

Groundwater resources to the east and west of the area

. 2049/50:
Zone 7: 103 BHs

e Zone 8: 131 BHs
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% CUVELAI

WATER SUPPLY OPTIONS
2.31 Groundwater in the Cuvelai Area

MAWF (DWAF), NAMWATER & CITY OF WINDHOEY.

THE CUVELAI AREA OF NAMIBIA
2.3 WATER SUPPLY OPTIONS

MAWF (DWAF), NAMWATER & CITY WINDHOEK

Groundwater resources to the east and west of the area: Insufficient

Water reclamation and reuse: Non-potable reuse (20% of current supply)
G Surface water sources, incl. Lake Oponono: Not feasible

2049/50:‘ - Desalination of saline ground water
Zone 2: 229 BHs
Zone 3: 621 BHs

Zone 4: 276 BHs

Ohangwena Il Aquifer: Investigations underway
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CUVELAI
WATER SUPPLY OPTIONS
Ohangwena Il Aquifer

MAWF (DWAF), NAMWATER & CITY OF WINDHOEK

BGR, 2014
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CUVELAI
WATER SUPPLY OPTIONS
Ohangwena Il Aquifer

T

MAWF (DWAF), NAMWATER & CITY OF WINDHOEK

Transmissivity
(BGR, 2014)
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CUVELAI
WATER SUPPLY OPTIONS
Ohangwena Il Aquifer

= | over- |Schematic Layout
burden | of the Ohangwena
Aquifers (after

aquitard

WAWF [DWAF), NAMWATER &

aquiclude

aquitard

A

sustainable yield

CUVELAI
WATER SUPPLY OPTIONS
Ohangwena Il Aquifer

WAWF [DWAF), NAMWATER &

Specific Capacity
(BGR, 2014)
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WAWF [DWAF), NAMWATE

WATER SUPPLY OPTIONS = 2. WATER SUPPLY OPTIONS
Ohangwena Il Aquifer 3. Ohangwena Il Aquifer (scr, 2014 & 2015)

Water Quality for Human Consumption (BGR, 2014) Area: 5.170 km?2
-9

Depth: 189 — 372 m below surface; average: 235 - 305 m

Water quality

KOH1 KOH2 Average thickness: 65 m
A Classa

. Class B

A Chssc

. A ClssD

Stored volume: 20.68 billion m3 (40 m thickness)

Potential sustainable abstraction: 6 Mm?/a
City

S * 30 Boreholes @ 30 m®h each; N$ 30 million (BHs only)
Angolian border

Eivddiaca Potable water demand: 2013: ~ 36% of the potable demand
Elvation fm.a.m.s.) 2050: ~ 21% of the potable demand

182

1067
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CUVELAI
WATER SUPPLY OPTIONS
Ohangwena Il Aquifer Supply
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WATER SUPPLY OPTIONS = = |
Ohangwena Il Aquifer Supply
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Ohangwena Il Aquifer supply: 6 Mm3/a

Livesiock  mmm Humas: Rual s Human: Urban  ——Historical Consumpton

Livestock  mmmHuman: Rural e Human Urban = Historical Consumgtion
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| THE CUVELAI AREA OF NAMIBIA
2.8 WATER SUPPLY OPTIONS

Groundwater resources to the east and west of the area: Insufficient
Water reclamation and reuse: Non-potable reuse

Surface water sources, incl. Lake Oponono: Not feasible
Desalination of saline ground water: Investigations underway
Ohangwena Il Aquifer: Investigations underway

Abstraction from the Kunene River at Ruacana: Investigations underway
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WATER SUPPLY OPTIONS

Abstraction from Ruacana
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CUVELAI
WATER SUPPLY OPTIONS
Abstraction from Ruacana

WAWF [DWAF), NAMWAT

bry Maghwitz (F
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WATER SUPPLY OPTIONS
Abstraction from Ruacana

!

position afthe convergence point l
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)" 24 N MAWF (DWAF), NAMWATER & CITY OF WINDHOEK
}\E:‘{‘mmmﬁi? THE AUGMENTATION OF WATER SUPPLY TO THE CAN AND CUVELAI: THE AUGMENTATION OF WATER SUPPLY TO THE CAN AND CUVELALI:
SUMMARY PRESENTATION: CAN & CUVELAI SUMMARY PRESENTATION: CAN & CUVELAI
MAWF (DWAF), NAMWATER & CITY MAWF (DWAF), NAMWATER £ CITY OF WINDHOEY.
THE CUVELAI AREA OF NAMIBIA THE CENTRAL AREA OF NAMIBIA
2.8 WATER SUPPLY OPTIONS 31  THE CENTRAL AREA OF NAMIBIA
1. Groundwater resources to the east and west of the area: Insufficient
2. Water reclamation and reuse: Non-potable reuse
3. Surface water sources, incl. Lake Oponono: Not feasible
4. Desalination of saline ground water: Investigations underway . :
. . . Approximate extent of the
5. Ohangwena Il Aquifer: Investigations underway Central Area of Namibia
6. Abstraction from the Kunene River at Ruacana: Investigations underway No of prophkan’
7. Possibly a combination of options
8. Abstraction from the Okavango River (possible abstraction for CAN)
+ Public participation )
+ Infrastructure: New & upgrades required ® -
% Costing and other evaluations: Phase 3 : -
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\'f THE AUGMENTATION OF WATER SUPPLY TO THE CAN AND CUVELAI: THE AUGMENTATION OF WATER SUPPLY TO THE CAN AND CUVELALI:
M SUMMARY PRESENTATION: CAN & CUVELAI CAN SUMMARY PRESENTATION: CAN & CUVELAI
b T wp—- - Omatako Dam MAWF (DWAF), NAMWATERm

Karst GW =
CONFIGURATION OF ' 3.2 WATER SUPPLY SUFFICIENCY i R’  §
INFRASTRUCTURE & . B
WATER SOURCES IN 3.21 Supply: Water Resources in the CAN
THE CENTRAL AREA
OF NAMIBIA (CAN
Yield (Mm?/a)
el Water Resource Yield Value Current CAN
Normal Period
Combined 3 Dams 95% Safe Yield 20.00
Total Groundwater Normal Period 4.84
Direct Reclamation (Whk) Full capacity 5.00 (7.66)
Semi-purified Irrigation (Whk) 1.61
Total 31.45 (34.11)
31.45 Mm?3/a until April 2017,
34.11 Mm?/a thereafter
wincoc § 24 JULY 2015: WINDHOEK LCE - SCE Jv & OTHERs L= = [(=15] 82
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WATER SUPPLY SUFFICIENCY
Historic Source Abstraction

=
&
Financial Year
s Wiatarbang Ofbtaka: Historic — NG Hatoric
ity Cfiake Histore — o Bach - Swskoppoart Hatsr
it WTP Histeric = = Nomal Pasiod CAN Rescurces

MAWF (DWAF), NAMWATER & CITY OF WINDHOEK

WATER SUPPLY SUFFICIENCY
Demand: Water Demands.in the CAN

% Water demands for the Central Area of Namibia:
+ In 2012/13: Sales: 32.85 ( ) Mm3/a
+ In 2049/50: 83.89 ( ) Mm3/a
< 50 Mm? increase: 2.5% per annum over 37 years
% Water demands d/s of Von Bach:
% 89% (2013) to 95% (2050) of the total in the CAN
+ Water demands in Windhoek only (incl. Elisenheim & Brakwater):

% 81% (2013) to 85% (2050) of the demand in the CAN

— Windhoek is by far the largest water demand node in the Central Area of
Namibia
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WATER SUPPLY SUFFICIENCY
Von Bach Dam Levels

15 June 2015:
16.74 Mm3/a
(34.5%)

—— D Veiume (Mm)
——Ful Supply Volume (4856 M)

oo

& 4 ™ 6«5 6'559 6'59, 3 B L Ly
3T o & .\ﬁfg’ .\uﬁp & & P I L
IR L g T L i T

Years

MAWF (DWAF), NAMWATER & CITY OF WINDHOEK
= ]

|| 2013 SALES: 32.85 Mm?/a
|| 2013 SOURCE ABSTRACTION: 36.68 Mm?3/a

2050 Shortfall: 55 Mm®/a

Simplified Comparison:
No hydrological
variation!

Resource Capacity: 31.45 — 34.11 Mm?3/a

R T R E R R T
Financial Year
— E:"Ef:?“»mw» + Aoraction

Likely Scenario Demands

s o, Bach WTP: Absiracion

——— Watarbaog Ofteaka: Hiseoric
sioe —— Karibis WTP: Historie
= = Long-Term Sustanabie CAN Resources

LCE - SCE JV & OTHERS



THE AUGMENTATION OF WATER SUPPLY TO THE CAN AND CUVELAI:

SUMMARY PRESENTATION: CAN & CUVELAI
MAWF (DWAF), NAMWATER & CITY OF WINDHOEK

T P . T r g

ADDITIONAL || [+ N Oiczondire

LIBERTY

MAWF (DWAF), NAMWATER & CITY OF WINDHOEK
= ]

3.2.5 Simplified Future Demand Scenario (2)

Augmentation: Omaruru, NE Otjozondjupa
Otjiwarongo & Otjinene & N Omaheke

NE Otjoiondjupa /

| 5, |
& N Omaheke ] 2050 Shortfall: 76 Mm3/a

ol ol ’
%= Otjinene [
] (+2041)

Simplified Comparison:
No hydrological
variation!

rLegend:
« Local resources may
become insufficient
\- Areas not currently served

CfaiiiEfRdacifeiasaiafaiaainniffatazanRdatataiinag

Financisl Year

Talismanis- geds=g

Lister- *
Rietfontein e — o Blach WTP: Absracion — ENWC: Abstracion — Vaterbarg Of-take: Absaction
. o A — e b - Swakeppoon Abstiaction w— i WTP. Abaracien — ey, Copwarongs & Conene Auprastation
| —Currarely Unsarved Extansion —— Von Bach WTP: Histeric ENWE: Historis
Vistarberg Offaske: Historn: —— Von Bach « Swakoppoort Historic —— Karibi WTP: Historic
= Lot Tare: Sustaieabie CAN Rissouess

Likely Scenario Demands

" ey

3.3.3 Groundwater Sources

MAWF (DWAF), NAMWATER & CITY OF WINDHOEK

3. THE CENTRAL AREA OF NAMIBIA
3.3 WATER SUPPLY OPTIONS

Tsumeb Aquifer:
Tsintsabis — Oshivelo [&

Kalahari Aquifers:
Grootfontein — Rundu

Previous assessments:
+ Covering the ENWC, abstraction from the Kunene/ Orange Rivers

Otjiwarongo

Not considered: v 2] Marble Aquifer: NI
+ Eiseb & Gobabis Aquifers, Zambezi River k 2 Augmegtazt‘i)«zr‘; %
=] required: 7 et i -
Groundwater sources T TR as Legend: N
Omaruru I 3 : - « Current supply to
Surface water sources Alluvial Aquifer: LEEAT the CAN

Augmentation

« Aquifers with
required: 2021 P q

insufficient information

* 1
" o N e - . « Aquifers with
Osona Alluvial Aquifer: ’ | q
q = : Lmis, H4 % — insufficient capacity
7 | Seei Boreholes 0 09 Mm3/a | J
Nauaspoort Oamltes Aquifer: Wlndhoek Aquer 0 5 Mm3/a |
Augmentatlon reqmred 2030 5]
T -
Rehoboth Alluwal Aqulfer 4
24 JULY 2015: WINDHOEK LCE - SCE JV & oTHERs = =1 [[e15] 89 | Insufficient ?agacnty
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3.34 Surface Sources 3.34 Surface Sources

+0.461 Mm3/a

Combined 95%
/| Yield: 20 Mm3la

Legend:
« Current supply to
the CAN
. Dams-with insufficient
capacity
W
I l}%‘m ——— Low Lkely = Lkely  ——Hgh Liely = —59% Sale Visd_|
3.34 Surface Sources 3.34 Surface Sources

....... +0.621 Mm¥%/a ‘

PITTITETIITITF I TITTTIITTTT

= Likeiy Scanaro WRs (Comest Cormuman)  mmmm Hauaspoor - Camies == Losertara Mire
o el i -
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THE CENTRAL AREA OF NAMIBIA
3.3 WATER SUPPLY OPTIONS

Previous assessments:
+ Covering the ENWC, abstraction from the Kunene/ Orange Rivers

Not considered:
+ Eiseb & Gobabis Aquifers, Zambezi River

Groundwater sources:
< Aquifers with insufficient information: Tsumeb & Kalahari Aquifers

« Aquifers with insufficient capacity: Platveld, Otjiwarongo, Omaruru,
Osona, Rehoboth, Nauaspoort - Oamites

Surface water sources:
« Friedenau, Oanob & Hardap Dams have insufficient capacity

Okavango River, Desalination

LCE - SCE JV & OTHERs L= S 45
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THE AUGMENTATION OF WATER SUPPLY TO THE CAN AND CUVELALI:
CAN SUMMARY PRESENTATION: CAN & CUVELAI

34 SUPPLY/DEMAND MODELLING &@ |
3.4.2

Scenario Overview

Scenario 1
Baseline
(do nothing)

< Medium Term: up to 2023/24:
Scenario 3
Reduction in
Von Bach Water
Treatment Plant

Scenario 2

Swakoppoort
Water Quality
Concerns

+« Improvements to existing supply sources

« To “buy” time to implement the long-term
strategy(ies)

Scenario 4 Scenario 5

Windhoek Abenab Mine
Aquifer Groundwater
Improvements Abstraction

Scenario 6

Additional
Reclamation

LCE - SCE JV & OTHERS =] 47
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THE AUGMENTATION OF WATER SUPPLY TO THE CAN AND CUVELALI:
CAN SUMMARY PRESENTATION: CAN & CUVELAI

MAWF (DWAF), NAMWATER & CITY OF WINDHOEK
3.4  SUPPLY/DEMAND MODELLING ol [
3.41 Modelling and Basic Inputs [ =
Computer modelling: CA-Model, Revised to V5.3: November 2014
500 simulations: Statistical probability of supply

%+ Modelling workshop: October 2014, follow-up Nov / Dec 2014 and,again
in Jan / Feb 2015

+ Basic Inputs:
% Likely scenario water demands (Phase 1)
% Source capacities
Operating rules, transfer capacities, losses
Water supply scenarios
— Security of supply in terms of statistical probabilities

LCE - SCE JV & OTHERs E1 = ] 46

24 JULY 2015: WINDHOEK

THE AUGMENTATION OF WATER SUPPLY TO THE CAN AND CUVELALI:
CAN SUMMARY PRESENTATION: CAN & CUVELAI

3.4 SUPPLY / DEMAND MODELL.ING ll'- =l
3.4.3 Scenario Overview | e

Scenario 6

Reclamation Supply
Increase

% Long-term: up to 2050:
% Augmentation
+« Additional supply requirements

Scenario 7

Okavango
Augmentation

Scenario 8
Desalination

Scenario 9
Incorporate Omaruru, Otjinene and Otjiwarongo demands

Incorporate climate change, growing demands, additional
demands areas etc.
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THE AUGMENTATION OF WATER SUPPLY TO THE CAN AND CUVELAI:
SUMMARY PRESENTATION: CAN & CUVELAI

1! N MAWF (DWAF), NAMWATER & CITY OF WINDHOEK
_fh-ﬁ"’ﬁ_‘mm‘@t; b THE AUGMENTATION OF WATER SUPPLY TO THE CAN AND CUVELAI: THE AUGMENTATION OF WATER SUPPLY TO THE CAN AND CUVELALI:
SUMMARY PRESENTATION: CAN & CUVELAI SUMMARY PRESENTATION: CAN & CUVELAI
MAWF (DWAF), NAMWATER & CITY OF WINDHOEK MAWEF (DWAF), NAMWATER & CITY OF WINDHOEK.
Results: Medium-Term Scenari Sstulae
Reduce losses at
Von Bach Dam Demands (Mm®/a) Scenario 2: Upgrade Von Bach Water Von Bach Water
SERE L L Treatment Plant: N$ 40 million (40) Do {Mm*/a) Treatment Plant:
a 414 430 448 4 T
40 N$ 26 million (7)
= = 15% Thresh
. O 9%
= —'—E“ﬁ _ Scenario 5: Supply
E —o 100% 2 from Abenab Mine:
%-‘I[] = B N$ 518 million (518)
3 5 LB —-_— 0 =
£ -Cm(?p”L_ner = AL Scenario 4:
Ei modelling =
= « Statistical 2 Complete the
g 22 probability of F! WMARS:
§ S supply E N$ 688 million (545)
5 I «Baseline 51
S scenario (do Scenario 6: Upgrade
g nomning) Gammams & add.
o * Assuming .
2 inflow into the reclamation plant:
% dams! N$ 788 million (605)
THE AUGMENTATION OF WATER SUPPLY TO THE CAN AND CUVELALI:
SUMMARY PRESENTATION: CAN & CUVELAI
CAN MAWF (DWAF), NAMWATER & CITY OF WINDHOEK
Bach Water |
Treatment Plant: 3.4 SUPPLY l DEMAND MODELLING
Den‘f_ands on\c'o.n Ba:tham {Mm*/a) N$ 40 million (40) - 3.4.6 Long-Tel'm Supply OptionS
ar2 385 309 414 430 Scenario 3:
e Reduce losses at . No other water resources large enough within the CAN
i Von Bach Water
———— Treatment Plant: . Only two supply options identified:
= . ——51Baseling N$ 26 milli 7 N .
% 70 1 g8 $ 26 million (7) a. Okavango River abstraction
3% Decreasing Scenario 4: b. Desalinated sea water from the coast
% 50 probability of fz:llure Comp|ete the
z (shortfalls > 15%): WMARS: 3. Can either option be fully implemented in less than 8 — 10 years...?
= 40 ncreasing cost! .
3 N$ 688 million (545) . . .
Y . Shortfalls can be expected until full implementation of one of these
e - Scenario 6: Upgrade sources
Gammams & add.
reclamation plant:
N$ 788 million (605)
Total: N$ 1.5 billion (1.2)
CE JV & OTHERS L= 51 24 JULY 2015: WINDHOEK LCE - SCE Jv & OTHERS L= = 52
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e
MAWF (DWAF), NAMWATER & CITY OF WINDHOEK
amm
Results: Scenario 7 (Okavango) [
Demands on Von Bach Dam (Mm?/a)
B 372 414 462 505 538 566 603 654 TG 763 785
99% Percentile
(Design Values)
= o Okavango River
= i Abstraction:
L 64.05 Mm3/a
E 40
;: 2.44 m3/s (20 hrs)
-E i 50% Percentile
- (Median Values)
é Okavango River
Abstraction:
Supply reaches CAN: 40.35 Mm%a
1 May 2022 1.54 m¥s (20 hrs)
h{m o ,19“‘ & & ,b:» P
"% FE ST
Years v & oTHERs = S 53
MAWF (DWAF), NAMWATER & CITY OF WINDHOEK
Okavango River Scenario
Scenario ||Scenario | Scenario | Scenario 8
Source Supply (99%) and Scenario 7 9a 9b 9c (Desal)
Explanation
+ Omaruru, Other CAN + Other CAN +
“Normal” " “Normal”
Otjiwarongo & | Whk Demand +| Whk Demand
Demands N Demands
Otjinene 10% +21%
Volume: 2049/50 (Mm3/a) 64.05 65.00 72.98 81.18 57.07
Rundu (MAR: 5,464 Mm?3/a) 1.2% 1.2% 1.3% 1.5%
Mukwe (MAR: 9,773 Mm3/a) 0.7% 0.7% 0.7% 0.8%
Flow Rate: 2049/50 (m?/s) {20 hrs} 2.44 2.47 2.78 3.09
Rundu (Median: 109.76 m3/s) 2.2% 2.3% 2.5% 2.8%
Mukwe (Median: 248.49 m3/s) 1.0% 1.0% 1.1% 1.2%
Rundu (Min: 11.12 m3/s) 21.9% 22.2% 25.0% 27.8%
Mukwe (Min: 74.73 m3/s) 3.3% 3.3% 3.7% 4.1%
24 JULY 2015: WINDHOEK LCE - SCE JV & OTHERS (=1 = =
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THE AUGMENTATION OF WATER SUPPLY TO THE CAN AND CUVELAI:

SUMMARY PRESENTATION: CAN & CUVELAI
MAWF (DWAF), NAMWATER & CITY OF WINDHOEK

bt

Shortfall Magnitude (Mm?*/a)

D R D
RE enario Okavango
Demands on Von Bach Dam (Mm?*/a) -
326 372 414 462 505 538 566 603 654 718 763 785
100
99% Percentile Values
a0 — O 1.Bageling
S7-Ok Abs
80 = = 15% Thresh
70 - "
Scenario 7 — Okavango River:
60 1 [ supply Augmentation ] 64.05 Mm?a abstraction
50 Construct Scenario 8 — Desalination:
40 57.07 Mm3/a supply
30 | Scenario 6: all
- upgrades up to 2021/22:
20 N$ 1.5 billion
10 - =T === =m=——=====2 "2
1 o e o o I e L AL I B o s o o o o o e S e T T
o A B N e n s oas A S
R S g 4 Py
8" s &'ﬁl'&@@@@m@“} FE P Py
Years E|ICE

Supply Security for Scenario 7

MAWF (DWAF), NAMWATER & CITY

F WINDHOEK

Okavango River

Scenario 7
99% Supply

Scenario 7
50% Supply

“Normal” Demands

“Normal” Demands

Volume: 2049/50 (Mm?3/a)

64.05

40.35

Rundu (MAR: 5,464 Mm?3/a)

1.2%

0.7%

Mukwe (MAR: 9,773 Mm3/a)

0.7%

0.4%

Flow Rate: 2049/50 (m?/s) {20 hrs}

2.44

1.54

Rundu (Median: 109.76 m3/s)

2.2%

1.4%

Mukwe (Median: 248.49 m3/s)

1.0%

0.6%

Rundu (Min: 11.12 m3/s)

21.9%

13.8%

Mukwe (Min: 74.73 m3/s)

24 JULY 2015: WINDHOEK
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MAWF (DWAF), NAMWATER & CITY OF WINDHOEK

THE CENTRAL AREA OF NAMIBIA
3.5 CONCLUSIONS -

% Phase | (assessments of water resources & demands): complete

Supply / demand modelling has been conducted using the
CA-Model

% The CAN faces a major water supply problem:
< No inflow in 2015/16: Run-dry date: Mid-2016 (?)

o

% Even with normal rainfall / runoff: Crippling water shortages are to
be expected in future

Medium-Term Strategy:

% Reducing the shortfalls up to 2022/23: N$ 1.5 billion

Long-Term Strategy:

< Plan, Design & Construct long-term augmentation scheme to have

water reach the CAN by May 2022

24 JULY 2015: WINDHOEK LCE - SCE Jv & oTHERs = = (915 57
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THE AUGMENTATION OF WATER SUPPLY TO THE CAN AND CUVELAI:

SUMMARY PRESENTATION: CAN & CUVELAI
MAWF (DWAF), NAMWATER & CITY OF WINDHOEK

MAWF (DWAF), NAMWATER & CITY OF WINDHOEY.

THE CENTRAL AREA OF NAMIBIA
3.6 CONSIDERATIONS & OPTIONS

Environmental and social analyses:

.

» Scenario 3: VBWTP supernatant recycling to reduce losses
» Scenario 4: WMARS expansion

» Scenario 6: Waste water treatment & advanced reclamation
» Scenario 7: Okavango abstraction
» Scenario 8: Desalination...?
Further considerations:
% Additional demands of Omaruru, Otjiwarongo & Otjinene?
< Additional demand in Windhoek (+10% or +21%), NE areas?
Water demands along possible pipeline routes
Public participation
Infrastructure: New & upgrades required
Costing and other evaluations: Phase 3
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